Working instruction No 1 for TN8026
Working instruction No 1 for TN LS10-04

Replacing the vacuum impulse line at the engine

A Removal and re-assembly of the carburettors
(necessary every 10 years to exchange the vacuum impulse lines)
1. Remove the nuts fixing the carburettor manifolds on the stud bolts protruding out of the
cylinders.

2. Pull off both carburettors together with the intake box from the engine.
3. Exchange the vacuum impulse line.
4. For re-installation use new gaskets, lock washers and nuts.
5. Necessary material
Quantity | DG part No. Description
4 60500199 carburettor gasket
4 52060031 lock washer VS8
4 60500181 copper hex nut M8 THE SW12

B Securing the vacuum impulse line
Secure the vacuum impulse line with lock wire to the nipple at the engine block.

Use lock wire with 0.8mm (0.032 in.) diameter (eg. Wire SS 1LB).
When refitting the hose, the lock wire should be wrapped twice around the hose over the
nipple and twisted with special lock-wire pliers (see sketch) 5 rotations in clockwise sense.

The fuel hose to be used is quite stiff, so it is necessary to twist the lock wire very tightly.

Check the connection by pulling strongly at the hose. The hose shouldn’t move noticeably.
Nevertheless the hose can still be rotated on the nipple, this is acceptable.
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Fuel system up to serial no. L8528
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Diagram 2a: Fuel system Ser.no. 8474 and from ser.no. 8529 on (AM LS8-1)
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